



























































































































































4'" THICK CONCRETE, 3000 PSI, PCC
6“

TRAFFIC LID WHERE REQUIRED
/ SIDEWALK GRADE

ST T
=T 4 T
H—||'\ q a a REEEA «
- ~ . e

:

CHRISTY N~-30,
BROOKS SERIES 38
OR APP. EQUAL -

. 9
4 < . a <

. 2
. A - A a
a B C g a
< . A 7 . .

a g

3 s n
] 4
<

v |L—BONDING BUSHINGS
AND WIRE

CONCRETE ALL AROUND
OR 4''x4"X16" CONCRETE
BLOCKS EACH SIDE

6”

0 o
o

¢ 453
.T - 6O

7 1/2" DRAIN ROCK— \

1.

SECTION A-A
PULL BOX W/CONC. PAD STREET LIGHT POLE
CONDUIT 4
It W & = + o RIGHT—OF ~WAY
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\-—S/DEWALK
NOTES: U

CONDUIT SHALL BE A MINIMUM DEPTH OF 15'" BELOW SIDEWALK GRADE IN PARK STRIPS, AND
30" BELOW TOP OF CURB GRADE IN STREETS, ALLEYS AND EASEMENTS NOT ADJACENT TO
CURB OR SIDEWALK. DEPTH SHALL NOT EXCEED 48"

2. CONDUIT MAY BE INSTALLED AT DEPTHS LESS THAN 30" IN STREETS, ALLEYS AND EASEMENTS
WITH PRIOR WRITTEN APPROVAL OF THE CITY ENGINEER. SUCH APPROVAL MAY BE GRANTED
ONLY UPON SPECIFIC REQUEST FROM THE DEVELOPER OR CITY CONTRACTOR. CONCRETE—
ENCASED PVC CONDUIT MAY ALSO BE APPROVED UPON SPECIAL REQUEST.
3. WHERE SIDEWALK IS AGAINST PROPERTY LINE, THE CONDUIT SHALL BE PLACE 6' BEHIND CURB.
4.  REPLACE SOD IN LAWN AREA.
5. PULL BOX MAY BE SET ADJACENT OR BEHIND POLE IN THE RIGHT—OF—-WAY.
6. IF PULL BOX IS MID—CIRCUIT, LEAVE 4' OF SLACK CONDUCTOR IN BOX.
7. IF PULL BOX IS A CIRCUIT TERMINUS AT POWER SOURCE, INSTALL FUSE HOLDER (PER SPEC.)
WITH 4' OF SLACK CONDUCTOR. TAPE FUSE TO CONDUCTOR IN BOX.
8. CONDUIT ENTERING MID SERVICE BOX SHALL CONFORM TO DISTRICT SPECIFICATIONS.
9. THE BONDING WIRE SHALL BE AT LEAST THE SAME GAUGE AS THE LARGEST CIRCUIT
k CONDUCTOR.  (MIN. OF NO. 8 AWG COPPER WIRE)
(;APPROVED: h
ORIGINAL STAMPED AND SIGNED BY:
TONY B. MARSHALL PULL Box
RCE 51015 EXP. 9-30-05
REVISED:
REVISED:
[DRAWN B R ( CITY OF WATERFORD PUBLIC WORKS DEPARTMENT) Qwa NO.

DATE:
\.




1 00W 330" (MAX)

HEp — — ——MINOR——=—

330" (MAX)

CUL—-DE-SAC

L
1500 |

INTERMEDIATE LIGHT REQUIRED
IF 330" OR MORE

COLLECTOR

——COLLECTOR - STREET —

NOTES:

1. 150W STREET LIGHT REQUIRED AT END OF CUL—DE-SAC IF
THE LENGTH IS 150" OR MORE. AN INTERMEDIATE LIGHT
IS REQUIRED IF THE LENGTH IS 330' OR MORE.

2. 150W STREET LIGHT REQUIRED AT INTERSECTIONS OF ALL
MINOR RESIDENTIAL AND ALL COLLECTOR STREETS.

3. 100W STREET LIGHTS SHALL BE STAGGERED AT 330' MAX
ON ALL MINOR RESIDENTIAL STREETS.

4. 150W STREET LIGHTS SHALL BE STAGGERED AT 330' MAX
ON ALL COLLECTOR STREETS.

5. AT 3—WAY INTERSECTIONS 150W STREET LIGHT SHALL BE
\ PLACED AT CENTERLINE (12" MAX).
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APPROVED:

ORIGINAL STAMPED AND SIGNED BY: LOC ATION OF 25’ POLES

TONY B. MARSHALL
RCE 51015 EXP. 9-30-05

REVISED:

REVISED:
\\ DATE: (RN BY Rl ( CITY OF WATERFORD PUBLIC WORKS DEPARTMENT ) Qwa wo.
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NOTES:

1. 200W STREET LIGHT REQUIRED AT EACH RETURN
ON ALL INTERSECTIONS ON MAJOR STREETS.

2. 200W STREET LIGHTS SHALL BE SPACED AT 330’
MAX ON EACH SIDE OF ALL MAJOR STREETS.

TONY B. MARSHALL
RCE 51015 EXP. 9—-30-05

——COLLECTOR B STREET — 3. 200W STREET LIGHT SHALL BE PLACED MIN 20’
ON FACH SIDE OF ALL STREET—RAILROAD TRACK
INTERSECTIONS.
(fAPPROVED: )
ORIGINAL STAMPED AND SIGNED BY: LOC ATION OF 28’ POLES

REVISED:

REVISED:

\\ DATE: [DRAWN BY: RM_J
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PARKING ANGLE 45° | 50° | 55° | 60° | 70° | 80° | 90°
A REQUIRED SET—BACK _ -
OR " LANDSCAPING A | SET-BACK VARIES (SEE ZONING ORDINANCE FOR REQUIREMENTS)
B. STALL WIDTH B. 12.7' | 11.8' 11.0' | 10.4' 9.6’ 9.1 9.0'
C. STALL DEPTH C. 205" | 21.1" | 216" 1 218 | 21.9' | 21.3" | 20.0'
D. DOUBLE STALL DEPTH D. 34.7" | 36.4' | 379 | 39.1" | 40.7 | 41.0' 40’
E.  AISLE WIDTH E 13.0' | 150’ 17.0' 19.0' | 23.0' | 270" | 31.0'
F.  DRIVEWAY WIDTH F. SFE NOTE 3
6. TURNAROUND G. SEE NOTE 4
H. HANGOVER WIDTH H. SEE NOTE 5
NOTES:
1. EACH OFF-STREET PARKING STALL SHALL CONTAIN A RECTANGLE AREA OF A MINIMUM WIDTH OF ' AND
A MINIMUM LENGTH OF 20",
2. ONLY ONE IN FIVE REQUIRED PARKING STALLS MAY BE SIZED AND POSTED AS PARKING FOR COMPACT
CARS.  COMPACT CAR STALLS SHALL CONTAIN A RECTANGULAR ARFA OF A MINIMUM WIDTH OF 7' AND
A MINIMUM LENGTH OF 13’
3. ANY DRIVEWAY USED FOR BOTH INGRESS AND EGRESS TO AND FROM A PARKING LOT AND NOT DIRECTLY
SERVING PARKING STALLS SHALL HAVE A MINIMUM WIDTH OF 20'. ANY DRIVEWAY USED ONLY FOR EITHER
TO OR FROM A PARKING LOT AND NOT DIRECTLY SERVING PARKING STALLS SHALL BE A MINIMUM OF 10’
IN WIDTH.  ALL DRIVEWAYS CONNECTING PUBLIC RIGHTS—OF—WAY TO OFF—STREET PARKING LOTS SHALL
COMPLY WITH CITY OF WATERFORD REQUIREMENTS.
4. TURNAROUNDS SHALL BE A MINIMUM OF 18' WIDE.
5 THE HANGOVER WIDTH SHALL BE A MINIMUM OF 2' WHERE WHEELSTOPS ARE NOT USED. WHEELSTOPS
SHALL HAVE A MINIMUM SETBACK OF 2.
6. FOR ANY GIVEN PARKING ANGLE BETWEEN 45° AND 90° NOT SPECIFICALLY LISTED IN THE ABOVE TABLE,
\ USE THE TABLE ANGLE NEAREST THE GIVEN ANGLE.
(/ APPROVED: N
' PARKING LOT STANDARDS
ORIGINAL STAMPED AND SIGNED BY:-
TONY B. MARSHALL
RCE 51015 EXP. 9-30-05 I IPICAL LAYOUT
REVISED:
REVISED:
DATE: [ORAWN BY Rl C CITY OF WATERFORD PUBLIC WORKS DEPARTMENT ) @,@ NO.

\J




1/2" DIA (INSIDE)

BE ATTACHED IN FRONT RATHER THAN ON THE SIDE OF

6" PIPE l 10™-0" o
1/2" DIA GALV 1X12 REDWOOD | —A ]
ROD EMB 16" 1 / |
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1 \ T PLAN VIEW
S TS 2-1/2"X2~1/2"x1/8"
© GALV. (TYP) (NOT TO SCALE)
CONC 6"
PLAN CAP \ﬁ’\ =
— 6"x8"x16" CENTER—~___
GATE DETAIL SCORED CONC BLOCKS
(5 ROWS) L
NOT TO SCALE, #4_VERT BAR
( / (SEE PLAN V/Ev‘v\
FOR LOCATIONS, \
NOTES: / ) i
1. ALL CELLS IN CONCRETE BLOCKS SHALL BE FILLED 44 HORIZ BARS I
SOLID WITH COARSE GROUT. 72 ROWS) IR
2. CORNER BLOCK ENDS AND CENTER WEB SHALL BE Kl ©
CUT TO FORM A CONTINUOUS BOND BEAM.
3. ALL HORIZONTAL AND VERTICAL JOINTS SHALL ,
BE RAKED TO MATCH CENTER SCORED BLOCK. 618" 16" CENTER ) ~1/2
4. CONCRETE BLOCK, MORTAR, AND COARSE GROUT  SCORED CONC BLOCKS — [H} © RADIUS
SHALL CONFORM WITH SECTION 24 OF THE (2 ROWS) i
UNIFORM BUILDING CODE, 1988 EDITION. T N
5. SLAB FLOOR AND FOOTING SHALL BE CLASS "B" #4 CONT—A] -+, gt '% y
PORTLAND CEMENT CONCRETE, FEBAR ] NSRRI CPRL N Bl
6. GROUND SHALL BE SLOPED AWAY FROM WALLS. | 1
7. MULTIPLE BIN ENCLOSURES SHALL BE EVEN MULTIPLES BN
OF 10" IN WIDTH. |7y
8. LOCATION OF CONTAINER ENCLOSURE TO BE APPROVED BY =2 ]
THE SOLID WASTE DEPARTMENT OF THE CITY OF WATERFORD.
9. IF GATES ARE INSTALLED ON ENCLOSURE HINGES, THEY MUST SECTION A—A

THE ENCLOSURE WALLS.

(NOT TO SCALE)
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APPROVED:

: TRASH ENCLOSURE
ORIGINAL STAMPED AND SIGNED BY:
TONY B. MARSHALL
RCE 51015 £EXP. 9-30-05 CONCRETE BLOCK
REVISED:
REVISED:
R . (" o1y oF WATERFORD PUBLIC WORKS DEPARTMENT ) rero

\J




RIGHT-OF-WAY

OBSTRUCTIONS.

1. PROPOSED SIDEWALK SHALL MAINTAIN A MINIMUM 4' OF CLEARANCE
AT ALL POINTS AROUND EXISTING POWER POLES OR OTHER

| 14" MIN ,
i -
LANDSCAPING A LANDSCAPING
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6" CURB AND GUTTER
PLAN VIEW
(NOT TO SCALE)
NOTES:
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APPROVED:

ORIGINAL STAMPED AND SIGNED BY:

TONY B. MARSHALL
RCE 51015 EXP. 9-30-05

SIDEWALK OBSTRUCTIONS

REVISED:

REVISED:

[DRAWN BY: RM__J

\i DATE:
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PLANE JOINTS

L\A‘}V\'
SCORE MARKS TREE WELL (TYP)

SEE NOTE 1 SEE NOTE 1

N

NOTES:
1.

SPACING OF TREE WELLS SHALL BE AS APPROVED BY THE CITY ENGINEER
(30" MIN-50" MAX) WITH WELLS EQUALLY SPACED. TREE WELLS IN THE
DOWNTOWN DISTRICT SHALL BE ALTERNATED WITH STREET LIGHTS.
STANDARD SIZE OF TREE WELLS IS 5' X &'

ALL NEW OR IMPROVED COMMERCIAL FRONTAGE SHALL HAVE TREE WELLS.
IF A MONOLITHIC SIDEWALK IS INSTALLED. PLANS SHALL BE SUBMITTED TO
THE CITY ENGINEER FOR APPROVAL.

SEE STANDARD DETAIL 222 FOR TREE BLOCK—OUT DETAIL.

AVOID UTILITY TRENCHES, SEWER LATERALS, AND WATER SERVICES, ETC
BY 8' MINIMUM.

PROVIDE BUBBLER SPRINKLER HEAD TO EACH TREE WELL FROM ADJACENT
LANDSCAPE AREA OR WATER SOURCE. FOR BACK—UP FRONTAGES, LOCATION
OF METER BOX AND VALVE TO BE AS APPROVED BY CITY ENGINEER.

A REDUCED PRESSURE PREVENTION DEVICE SHALL BE REQUIRED AT SERVICE
CONNECTION.

THE DISTANCE FROM DRIVEWAYS TO TREE WELLS SHALL BE 10" MINIMUM.

\
-

APPROVED:

TONY B. MARSHALL

ORIGINAL STAMPED AND SIGNED BY:

RCE 51015 £EXP. 9-30-05

TREE WELL SPACING

REVISED:

REVISED:

\\ DATE: [DRAWN BY: RM




Q SHALL NOT CONTAIN TOXIC MATERIALS.

pa)
a Z s -
T e
4,q . i ]
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.AA'ma"b a _
L : - BUBBLER SPRINKLER HEAD -~ ~ 4 &
_. p . - RAINBIRD <1404 SBH OR EQUAL :
‘ A . 2" MAX. ABOVE SOIL LEVEL .
. R 89 .9 B w4 s
° ) .- o M a4 902 5 g,
O 7. =PVC SPRINKLER LINE® “
Satieel o, S0 e (SCHEDUE 40) s
4 LAg - . 4, - a4 T 4
e A
(NOT T0 SCALE)
£ g0 e, 4 g oy e
2" WIDE ELASTIC WEBBING ATTACHED TO ;@P“ff%,g;ﬁf‘}ﬁ%’ OL ] T TAKES
ANCHOR STAKES WITH GALV. SCREWS OR e )
RS 2B s SUBGRADE PRIOR TO BACKFILLING
CENTURY PRODUCTS MODEL ODWS —
B R D GHUEERENCE
1 I 1 1+ 1"
SYSTEM OR EOUAL oy DERTH  VITA BARK. ™ OR TTILO™ MULCH
DRAIN GRATE 2" BELOW S/DEWALK—\
Y
| 1
4" DIA. P.V.C. PERFORATED PIPE —] ] \‘
WITH PLASTIC DRAIN GRATE. GRATE | SPRINKLER PIPING CONNECTED
& PIPE TO BE COMPATIBLE 5 TO ADJACENT LANDSCAPE IRRIG.
PLASTIC FOR SOLVENT WELDING. SYSTEM WHEN POSSIBLE,
! ROCK BACK—FILL
NOTE: SECTION A-A
BACKFILL SHALL BE A FRIABLE LOAM, TYP OF CULTIVATED
TOPSOILS LOCALLY, CONTAINING AT LEAST 2% HUMUS. IT (NOT TO SCALE)
SHALL BE RESONABLY FREE OF STONES, CLODS, STICKS
OR OTHER OBJECTIONABLE EXTRANEOUS MATTER OR DEBRIS.

0 APPROVED: h
ORIGINAL STAMPED AND SIGNED BY:

TONY B. MARSHALL
RCE 51015 EXP. 9-30-05

TREE WELL PLANTING

REVISED:

REVISED:
DATE:

[DRAWN BY: R/

\




